PHILIPS INSTALLATION INSTRUCTIONS:

100 Craftway Dr.
Littlestown, Pennsylvania 17340-0128 FL-02/04
Phone: (717) 359-7131

4 )

Safety, Warnings and Suggestions

I Careshould be taken not to position fixtures in locations where bare skin can come
into contact with the potentially high temperatures on the lens.

2 Avold installing fixtures in locations where water collects and stands for prolonged
periods.

3 Make sure that electrical power is disconnected before any work is performed.

4 A[l gaskets and sealing surfaces must be kept clean during installation.

5 AJ/ wiring and installation should meet local, state and national electrical codes.

6 Install correctlamp type and wattage. =

TYPICAL ARM INSTALLATIONS - FL-04

TYPICAL VIEWS (FL-04)

1/4-20 CAP SCREWS\

DOOR ASSEMBLY-

1. Secure the arm assembly or wall
bracket as required if they are not
already installed.

2. Remove the fixture from the
box and install over the 2 3/8"

O.D. tenon on the pole, on the
arm assembly or on the wall

bracket.

E@SEKLE 3. Make power and ground
connection using UL approved
connectors.

l KNUCKLE MOUNTING
4. Aiming Horizontally- Aim the

fixture to the desired orientation.
Secure the unit with 1/4" set
screws provided with the knuckle.

@) 5. Aiming Vertically- Loosen the
hex bolt and aim the fixture to
¢ the desired position. Retighten

COVER COVER

the hex bolt.

6. (FL-08) Open the door by
loosening 4-captive 1/4-20 cap
COVER screws.

TYPICAL ARM CONFIGURATION TYPICAL WALL 6-A. (FL-04) Open the door by
loosening 2-captive 1/4-20 cap

l ¢ TO POLE MOUNTING OPTION MOUNTING
CONFIGURATION SCrews.
6-B. (FL-02) Open the door by
loosening 4-captive 1/4-20 cap
screws from the back of fixture.

7. Install the correct lamp and
close the door, retighten the cap
SCrews.

J
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PHILIPS INSTALLATION INSTRUCTIONS:

100 Craftway Dr.

FL-02/FL-04

Littlestown, Pennsylvania 17340-0128
| \F?/hone: (71»/7\)/351?-7131 STANCHION MOUNT

/

Safety, Warnings and Suggestions

1 Careshould be taken not to position fixtures in locations where bare skin can come
info contact with the potentially high temperatures on the lens.

2 Avoid installing fixtures in locations where water collects and stands for prolonged
periods.

3 Make sure that electrical power is disconnected before any work is performed.

4 AJl gaskets and sealing surfaces must be kept clean during installation.

5 AJl wiring and installation should meet local, state and national electrical codes.

¢ Install correctlamp type and wattage.

FL-04

SHOWN
/ DOOR ASSEMBLY
2-3/8' DIA. @
COVER ﬂ‘ Wﬁ TENON 4“ g

BRACKET TO STANCHION

MOUNTING OPTION

S}
2-3/8" DIA. 3 FIXTURE TO STANCHION
TENON MOUNTING OPTION

T

3"O.DPIPE —————™
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TYPICAL VIEWS (FL-04)

1. Prepare the site with adequate

excavation and install the stanchion
post as shown.

2. Secure the bracket assembly
option to the 2 3/8” O.D. tenon on

the stanchion with the set screws
provided with the bracket.

3. Remove the fixture from the box
and install over the 2 3/8” O.D. tenon

on the bracket assembly.

3-A. No bracket option-Remove

the fixture from the box and install
over the 2 3/8” O.D. tenon on the

Stanchion assembly.

4. Make power and ground
connection using UL approved

connectors.

5. Aiming Horizontally- Aim the

fixture to the desired orientation.
Secure the unit with the 1/4" set

screws provided with the knuckle.

6. Aiming Vertically- Loosen the

hex bolt and aim the fixture to the
desired position. Retighten the hex

bolt.

7. (FL-08) Open the door by loosening
4-captive 1/4-20 cap screws.

7-A. (FL-04) Open the door by
loosening 2-captive 1/4-20 cap screws.

7-B. (FL-02) Open the door by
loosening 4-captive 1/4-20 cap screws

from the back of fixture.

8. Install the correct lamp and close
the door and tighten the cap screws. /
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%‘!'!-'ﬂs INSTALLATION INSTRUCTIONS:
Littlestown, Pennsylvania 17340-0128 FL-02/FL-04 DWB

Phone: (717) 359-7131

/

Safety, Warnings and Suggestions

1 Careshould be taken not to position fixtures in locations where bare skin can come
info contact with the potentially high temperatures on the lens.

2 Avoid installing fixtures in locations where water collects and stands for prolonged
periods.

3 Make sure that electrical power is disconnected before any work is performed.

4 AJl gaskets and sealing surfaces must be kept clean during installation.

5 AJl wiring and installation should meet local, state and national electrical codes.

¢ Instqll correctlamp type and wattage.

TYPICAL DWB INSTALLATION - FL-02 shown

1/4-20 SOCKET CAP

1/4-20 HEX BOLTS
COMPRESSION BOLTS

CAST
KNUCKLE

CAST WALL
PLATE

3/8 SOCKET
CAP BOLT

\\ CAN BE ATTACHED TO

THE WALL SURFACE IN
EITHER THE VERTI

CAL OR HORIZONTAL
ORIENTATION

DOOR ASSEMBLY

USE 5/16 HEX BOLTS
8" Dia. BOLT CIRCLE
BOLTS BY OTHERS

> 8" Dia. BOLT CIRCLE

TYPICAL VIEWS (FL-04)

1. Secure the cast wall plate over
junction box and in the required
orientation. Anchorage by others.

2. Remove the fixture from the
box and make power and ground

connection using UL approved
connectors at the wall plate/tenon

opening.

3. Install fixture over the 2 3/8”

O.D. tenon on the cast wall plate.
Secure the four 1/4-20 hex bolts to

the tenon.

4. Aiming Horizontally- Loosen
the three 1/4-20 Socket Cap

compression bolts and aim the

fixture to the desired orientation.
Secure fixture by tightening the

compression bolts.

5. Aiming Vertically- Loosen the
3/8 socket cap bolt connecting the

knuckle to the fixture and aim the
fixture to the desired position.

Refighten the bolt.

6. (FL-02) Open the door by
loosening 4-captive 1/4-20 cap

screws from the back of fixture.
6-A. (FL-04) Open the door by
loosening 2-captive 1/4-20 cap
screws in the door frame.

7. Install the correct lamp and
close the door, refighten the cap

SCrews.

J
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